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Optional Extras for Derwent Tables and Sinks

Panels for Derwent Sinks and Tables

Rear Panels 430 SS (Standard) (20 Gauge) 304 SS (20 Gauge)

Up to 3000mm long

End Panels - left or right hand 430 SS (Standard) (20 Gauge) 304 SS (20 Gauge)

Up to 3000mm deep

Description

Bowl Cover

Castors - all swivel, 2 braked 

Chamfered Corner

Chef’s table (1200 X 650mm) with 18mm MDF under worktop, 1 off 

1/1 GN Drawer and Garnish Rack (no containers)

Column Cutout

Cupboard Under Derwent Wall Bench/Centre Table or Sink - up to 

1800mm

Cupboard Under Derwent Wall Bench/Centre Table or Sink - 

1801mm to 3000mm

Doors Only - for units up to 1800mm 

Doors Only - for units of 1801mm to 3000mm

Drawer Unit - ref CH7000 

- with 1/1 G/N Container

Drawer Unit as CH7000 Lockable

Gantry - Ambient single-tier 

- up to and including 1800mm

Gantry – Ambient single-tier, 

For every 100mm

Gantry - Ambient double-tier 

- up to and including 1800mm

Gantry – Ambient double-tier, 

For every 100mm

Garnish Rack - Length up to 1200mm

Description

G/N Containers – all sizes available

Handwash Basin - Inset Bowl 320mm Dia

Handwash Basin - wall mounted: 400 X 350 X 105mm high (bowl - 

320 diam X 105mm deep)

Handwash Basin - Welded Bowl 320mm Dia

Hole Cut Out in Plain Top

Infill Table - up to 300mm Wide

Magnum Bowl - to add to Wall Bench or Centre Table: 760 X 510 X 

380mm deep

MDF Backing to Worktops - 18mm (£ per sq m)

MDF Backing to Worktops - 36mm (£ per sq m)

Mechanical Joint - Fish-plate joint

Recess in Plain Worktop for sink bowl

Services Void (Service Distribution Unit - SDU)

Sinks – handmade odd-sizes

Sink Bowl 400mm Sq - welded

Taps – Basin

Taps - Mixer - Crosshead

Taps - Pillar - Highneck/crosshead

Top Only (Sink or Table) 

Undershelf - additional <1500mm (430 s/s 1.2mm Thick)

Undershelf – additional  for every 100mm

Void – Full 

Void – Part

Welded Joint 

Upstands

Left or Right hand Upstand Tile Return                                   

(up to 700mm deep table)

Boxed Upstand

60mm - standard

100mm

200mm

  

Castors 2 Swivel Braked and 2 Swivel Application

100mm (4”) Clearing Trolleys, Tables/Sinks

125mm (5”) For heavier-duty applications

Rear Upstand Tile Return                        

Between 61mm & 200mm

Boxed Rear Upstand           

- up to 200mm high

UP to 1500mm Length

Between 1500mm to 3000mm


